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SP3500

Powerful, sturdy 230V or 400V three-phase operators, specially
designed for large-size, heavy gates.
The heavy structure of the gear motor, the painted galvanised steel
casing and the on-board control unit make it the ideal solution for all
industrial situations where reliability and power are essential.

 

 

 

DIMENSION (MM)

 

TECHNICAL FEATURES
 SP3500 TRI 230 SP3500 TRI 400 SP3500 SF TRI 400

Control unit SIRIO CBB 

Board power supply 230 V 400 V 400 V

Supply voltage AC 230 V 400 V 400 V

Power input 550 W 550 W 550 W

Max. door/gate weight 3500 kg 3500 kg 3500 kg

Gate speed 10.5 m/min 10 m/min 10 m/min

Type of limit switch Electromechanical Electromechanical Electromechanical 

Pinion module 6 6 6 

Slowdown no no no 

Locking Mechanical Mechanical Mechanical 

Release Hexagonal key Hexagonal key Hexagonal key 

Impact reaction Sensitive edge Sensitive edge Sensitive edge 

Frequency of use very intensive very intensive very intensive 

Protection rating IP54 

Environmental
conditions -15 ÷ 50 °C
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  Description

P925207
00002 SP3500 TRI 230

Operator 230 V for sliding gates weighing up to 3500 kg. Leaf speed 10.5 m/min. U-link and
limit switch Electromechanical. Three-phase power supply 230 V. Fixing base included.
Control unit with display and U-Link communication protocol. 

 

P925207
00001 SP3500 TRI 400

Operator 400 V for sliding gates weighing up to 3500 kg. Leaf speed 10 m/min. U-link and
limit switch Electromechanical. Three-phase power supply 400 V. Fixing base included.
Control unit with display and U-Link communication protocol. 

 

P925244
00003 SP3500 SF TRI 400

Operator 400 V for sliding gates weighing up to 3500 kg. Leaf speed 10 m/min. U-link and limit
switch Electromechanical. Three-phase power supply 400 V. Fixing base included. Control unit with
display and U-Link communication protocol. 

RECOMMENDED ACCESSORIES

 

D571491 - CFZ6

 

P125015 - SFSP

galvanized steel rack, 6-module, cross-section 30 x 30 mm,
length 2 m, welding. Max. load capacity 4000 kg. Adjustable anchor base for SP3500, supplied separately. 

 

P125016 - SP3500 SAFETY

 

D111662 - CLONIX 2

Safety microswitch for SP3500. Dual channel 433 MHz rolling code plug-in receiver. 128-position
memory. 12-28 Vdc , 16-28 Vac. 

 

D111664 - CLONIX 2 2048    

Dual channel 433 MHz rolling code plug-in receiver.
2048-position memory.    

www.bft-automation.com

INFORMATIVA A TUTELA DEI DIRITTI DI PROPRIETA’ INDUSTRIALE E INTELLETTUALE DI BFT. BFT S.p.A. tutela i propri diritti di proprietà industriale attraverso il deposito di marchi, brevetti, modelli e
design. La proprietà intellettuale di BFT S.p.A. è tutelata a norma della legge sul diritto d’autore. BFT S.p.A. tutela inoltre il proprio know-how adottando misure di protezione delle informazioni tecniche e
commerciali inerenti la propria azienda e i propri prodotti. Tutti i prodotti presenti in questo catalogo sono MODELLI ORIGINALI BFT e BFT S.p.A. è la sola autorizzata a produrli e commercializzarli in
tutto il Mondo. Tutti i nomi commerciali attribuiti ai prodotti presenti in questo catalogo sono di titolarità di BFT S.p.A. che è la sola autorizzata al loro uso in relazione alla relativa categoria
merceologica. I CONTRAFFATTORI VERRANNO PRESEGUITI A NORMA DI LEGGE SIA IN SEDE CIVILE CHE PENALE. IL TUTTO A GARANZIA NON SOLO DEL PATRIMONIO INTELLETTUALE DI BFT, MA ANCHE
A TUTELA DEI CLIENTI CHE ACQUISTANDO PRODOTTI BFT ACQUISTANO PRODOTTI ORIGINALI FRUTTO DI STUDI E PROGETTI INTERNI ALLA SOCIETA’ BFT.
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